
SHADOW JOINT

Nordic Ceiling Panels from Huntonit are produced in Norway with from pure natural wood fibres. The fibres are 
compressed and fused together in a heat and water process, no other additive or glue.
Brush painted and treated with five coats of environmentally friendly water based acrylic paint. The finishing 
layer is a protective coating for durability. Tongue and groove for a solid speedy installation.

PRE-PAINTED CEILING PANELS - Best solution for ceilings
• Smooth surface.
• Tongue and groove on all four sides for easy and quick installation.
• Pre-painted white.
• A classic choice that lasts with minimal maintenance.
• Five coats of environmentally friendly water-based paint. 

V - JOINT

BRUSHED WHITE (S0502-Y) CLASSIC WHITE (S0500-N)

NORDIC CEILING PANELS
Beautiful ready painted ceiling in no time



SIZES            COLOUR
GROSS SIZE  NET SIZE        NCS COLOURS
11 x 142  x 2420 mm  11 x 125 x 2400  - Brush painted white/Shadow joint  White S0502-Y
11 x 142 x 2420 mm  11 x 125 x 2400   - Brush painted white/V-joint   White S0502-Y
11 x 200 x 2420 mm  11 x 180 x 2400   - Brush painted white/Shadow joint  White S0502-Y
11 x 200 x 2420 mm 11 x 180 x 2400  - Symphony light textured wood grain/V-joint White 
11 x 300 x 1820 mm 11 x 280 x 1800   - Symphony light textured wood grain/V-joint White
11 x 300 x 1820 mm 11 x 280 x 1800   - Plankett textured wood grain/V-joint  White
11 x 600 x 1220 mm 11 x 600 x 1200   - Brush painted white/V-joint   Classic White S0500-N

Note that tongue and groove will be hidden after installation. 
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PLANKETT WOOD TEXTURESYMPHONY WOOD TEXTURE

• Approved for an Indoor Climate Label from the Danish Technological Institute.
• The only pre-painted wall and ceiling panels recommended by the Norwegian Asthma and Allergy Association.
• Durable and low maintenance. The panels are easy to clean, and can be re-painted without using a primer.
• The dense complexion makes them suitable for fixtures and fixings.
• Down lights may be installed in all our ceiling panels. Nordic Ceiling Panels are resistant to moisture, and can 

be installed in bathrooms but not inside the shower area. 
• Quick and easy fitting without the paint job.
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